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BRECO
INNOVATION

HIGH OUTPUT / PORTABLE / RELIABLEHIGH OUTPUT / PORTABLE / RELIABLE

Beam Angle: 
LED Chip performance:
Light Protection:
Working Life:
Color Temperature:
Color Rendering:
Light Dimensions:Light Dimensions:
Weight Net:
Insulation Class:
IP rating:
Light Safety:
110 V Operations:
12 V Operations:
Light Direction:Light Direction:
Light guy line kits:
Light case:
Light stand case:
Light Height:
Telescopic Stand:

Custom Case:
Custom Light Mounting:Custom Light Mounting:
Warranty:

Notice: Features and equipment specifications are subject to change without notice.

60 / 120 degree

120 LM / W efficiency

Built in surge and thermal protection. Pressure regulated light housing

50,000+ hrs / 80% Lumen output

5700K (Daylight White)

≥ Ra80                                                                                                           

(W - H - (W - H - D): 360 x 358 x 187 MM / 14.17 x 14.09 x 7.36 inches

12 kg / 26.4 lbs

Class 1

67

Contains no mercury, No UV or IR

Standard power cord 10ft with weatherproof plug

10ft cord, connect to any 12V supply or optional 110V / 12V power supply

Adjustable Adjustable vertical lamp to 180 degrees / 360 degrees rotation for horizontal

Standard guy line kits for use to secure light unit in windy conditions

Pelican storage with padding protection for light

Fabric carry bag to store and carry the telescopic stand and accessories

Fully extended ~ 10.5ft / 3200mm

Heavy duty pneumatic lift assist telescopic, base diameter 62” (1575 mm), 

leveling-leg, weight 17.6 lbs. (8 kg)

Custom wooden or aluminum cases Custom wooden or aluminum cases available

We can build and supply to most specifications

5 years. We service what we sell

Model:
Power Consumption:
Initial Lumen (5700K):
Replacement HID Light:
Power Supply:

 RS - 150 
150W
18,000 LM
300 – 400W 

12 - 24 VDC / 110 VAC

RS - 270
270W
32,400 LM
600 -1000W

24 VDC / 110 VAC


